
ENVOY CENTRAL UNIT
DSC50/100

flexible conference and voting solutions

• Central control unit providing power for 35 (DSC50) or 70 (DSC100) delegate
units with built in loudspeakers. Higher and lower capacity versions available
within the same chassis arrangement

• Maximum units supported (with auxiliary power supplies) - 256 units. Fault
protected

• Configuration and system monitoring via 2x16 backlit LCD and 5-button menu
system. System status "Alert" LED

• Front panel monitor loudspeaker and level control. Tri-colour LED for output level
indication

• Four zone connectors – bayonet locking DIN type (more with auxiliary power
supplies)

• Auditel equipment are manufactured to conform with ISO2603, ISO4043, IEC914,
IEC764, DIN45589 and DIN455484

• One Auxiliary Input XLR - balanced and configurable for mic/line level. With level
control and tri-colour LED level indicator. Optional chairman’s Priority feature. This
option and the gain is set via DIL switches on rear panel – no need to open unit to
set jumpers

• Loudspeaker Input XLR – balanced, line level. Int/Ext switching via rear panel DIL
switch. A compressor is incorporated in the input stage, primarily to protect the
system from power overload under extreme continuous signal conditions – e.g.
feedback

• One Auxiliary Output XLR – balanced, line level

• PA Output XLR – balanced, line level. With associated level control and tri-colour
LED indicator. Unit can accept frequency shifter module (enabled via the menu
system)

• Tape I/O connector. DIN type. Record/Playback switching via the menu system

• 9-way serial I/O connector – intended for direct connection to a laptop running
Auditel’s ACCS-S software.




